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CHONGQING CLOUDCHILD TECHNOLOGY CO., LTD

SOD-123 Plastic-Encapsulate Diodes

BZT52C2V4-BZT52C75 Zener Diodes

Features

 Pd 500mW

Vz 2.4V-75V

 AEC Q101 Qualified

Application

 Stabilizing Voltage

Marking

ABSOLUTE MAXIMUM RATINGS (Ta=25℃ unless otherwise noted)

Item Symbol Unit Conditions Max

Power dissipation Pd mW TA=25℃ 500

Zener current IZ mA / PV /VZ

Maximum junction temperature Tj ℃ / -65 to +150

Storage temperature range Tstg ℃ / -65 to +150

ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted)

Item Symbol Unit Conditions Max

Thermal resistance RθJA ℃/W Between junction and ambient 340

Forward voltage VF V IF =10mA 0.9
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ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted)

Type

Number

Marking

Code

Zener Voltage Range (Note 2)
Maximum Zener Impedance

(Note 3)

Maximum

Reverse

Current

(Note 2)

Typical

Temperature

Coefficent

@IZTC

mV/°C

Test

Current

IZTC

VZ@IZT IZT ZZT@IZT ZZK@IZK IZK IR VR

Nom(V) Min(V) Max(V) mA Ω mA uA V Min Max mA

BZT52C2V4 WX 2.4 2.20 2.60 5 100 600 1.0 50 1.0 -3.5 0 5

BZT52C2V7 W1 2.7 2.5 2.9 5 100 600 1.0 20 1.0 -3.5 0 5

BZT52C3V0 W2 3.0 2.8 3.2 5 95 600 1.0 10 1.0 -3.5 0 5

BZT52C3V3 W3 3.3 3.1 3.5 5 95 600 1.0 5 1.0 -3.5 0 5

BZT52C3V6 W4 3.6 3.4 3.8 5 90 600 1.0 5 1.0 -3.5 0 5

BZT52C3V9 W5 3.9 3.7 4.1 5 90 600 1.0 3 1.0 -3.5 0 5

BZT52C4V3 W6 4.3 4.0 4.6 5 90 600 1.0 3 1.0 -3.5 0 5

BZT52C4V7 W7 4.7 4.4 5.0 5 80 500 1.0 3 2.0 -3.5 0.2 5

BZT52C5V1 W8 5.1 4.8 5.4 5 60 480 1.0 2 2.0 -2.7 1.2 5

BZT52C5V6 W9 5.6 5.2 6.0 5 40 400 1.0 1 2.0 -2.0 2.5 5

BZT52C6V2 WA 6.2 5.8 6.6 5 10 150 1.0 3 4.0 0.4 3.7 5

BZT52C6V8 WB 6.8 6.4 7.2 5 15 80 1.0 2 4.0 1.2 4.5 5

BZT52C7V5 WC 7.5 7.0 7.9 5 15 80 1.0 1 5.0 2.5 5.3 5

BZT52C8V2 WD 8.2 7.7 8.7 5 15 80 1.0 0.7 5.0 3.2 6.2 5

BZT52C9V1 WE 9.1 8.5 9.6 5 15 100 1.0 0.5 6.0 3.8 7.0 5

BZT52C10 WF 10 9.4 10.6 5 20 150 1.0 0.2 7.0 4.5 8.0 5

BZT52C11 WG 11 10.4 11.6 5 20 150 1.0 0.1 8.0 5.4 9.0 5

BZT52C12 WH 12 11.4 12.7 5 25 150 1.0 0.1 8.0 6.0 10.0 5

BZT52C13 WI 13 12.4 14.1 5 30 170 1.0 0.1 8.0 7.0 11.0 5

BZT52C15 WJ 15 13.8 15.6 5 30 200 1.0 0.1 10.5 9.2 13.0 5

BZT52C16 WK 16 15.3 17.1 5 40 200 1.0 0.1 11.2 10.4 14.0 5

BZT52C18 WL 18 17.1 18.9 5 45 225 1.0 0.1 12.6 12.4 16.0 5

BZT52C20 WM 20 18.8 21.2 5 55 225 1.0 0.1 14.0 14.4 18.0 5

BZT52C22 WN 22 20.8 23.3 5 55 250 1.0 0.1 15.4 16.4 20.0 5

BZT52C24 WO 24 22.8 25.6 5 70 250 1.0 0.1 16.8 18.4 22.0 5

BZT52C27 WP 27 25.1 28.9 2 80 300 0.5 0.1 18.9 21.4 25.3 2

BZT52C30 WQ 30 28.0 32.0 2 80 300 0.5 0.1 21.0 24.4 29.4 2

BZT52C33 WR 33 31.0 35.0 2 80 325 0.5 0.1 23.1 27.4 33.4 2

BZT52C36 WS 36 34.0 38.0 2 90 350 0.5 0.1 25.2 30.4 37.4 2

BZT52C39 WT 39 37.0 41.0 2 130 350 0.5 0.1 27.3 33.4 41.2 2

BZT52C43 WU 43 40.0 46.0 2 100 700 1.0 0.1 32 10.0 12.0 5

BZT52C47 WV 47 44.0 50.0 2 100 750 1.0 0.1 35 10.0 12.0 5

BZT52C51 WW 51 48.0 54.0 2 125 750 1.0 0.1 38 10.0 12.0 5

BZT52C56 XW 56 52.0 60.0 2 135 750 1.0 0.1 39 10.0 12.0 5

BZT52C62 6E 62 58.0 66.0 2 200 1000 1.0 0.2 47 10.0 12.0 5

BZT52C68 6F 68 64.0 72.0 2 250 1000 1.0 0.2 52 10.0 12.0 5

BZT52C75 6H 75 70.0 79.0 2 300 1000 1.0 0.2 57 10.0 12.0 5

Notes: 1. Device mounted on ceramic PCB: 7.6mm x 9.4mm x 0.87mm with pad areas 25mm2

2. Short duration test pulse used to minimize self-heating effect
3. f=1kHZ.
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Typical Characteristics
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NOTICE

Cloudchild reserve the right to make modifications, enhancements, improvements, crrections or other changes without

further notice to any product herein. Cloudchild does not assume any liability arising out of the application or use of any

product described herein.

ChongQing Cloudchild Technology Co., Ltd. (short for Cloudchild) exerts the greatest possible effort to ensure high

quality and reliability. Nevertheless, semiconductor devices in general can malfunction or fail due to their inherent

electrical sensitivity and vulnerability to physical stress. It is the responsibility of the buyer, when utilizing Cloudchild

products, to comply with the standards of safety in making a safe design for the entire system, including redundancy,

fire-prevention measures, and malfunction prevention, to prevent any accidents, fires, or community damage that may

ensue. In developing your designs, please ensure that Cloudchild products are used within specified operating ranges

as set forth in the most recent Cloudchild products specifications.
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